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Dallas Wall Light
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

3424	 1x 60w E27	 240	 110	 115
Colours: �Black 

Stainless Steel
IP44 rated

3424BK

3424ST

Dallas

LED vintage lamps sold separately.  
See pages 302-303 for complete range.
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Dallas PIR

2826ST

Dallas Wall Light with PIR
Model		  Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2826		  1x 60w E27	 280	 115	 115
Colours: Black 
	  Stainless Steel
PIR detection angle 120°, range 8 metres, duration adjustable 10 secs to 5 mins. 
IP44 rated

2826BK

PIR

PIR
LED vintage lamps sold separately.  
See pages 302-303 for complete range.
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Houston

Houston Wall Light
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2818	 2x 60w E27	 240	 110	 180
Colour: Black
IP44 rated

Cage

Cage Wall Light
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8352	 1x 60w E27	 320	 285	 200
Colours: �Black 

Stainless Steel
IP44 rated

8352ST8352BK

2818BK

LED vintage lamps  
sold separately.  
See pages 302-303  
for complete range.
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Court Wall / Ceiling Light
Model	 Max Wattage	 Diam (mm)	 Proj (mm)

3425	 1x 60w E27	 190	 100
Colours: �Black with Frosted Glass 

Stainless Steel with Frosted Glass
IP44 rated

3425BK

3425ST

Court



O
ut

do
or

232

PIR
3430ST

Stainless Steel

Stainless Steel Wall Light with PIR
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

3430	 1x 40w E27	 220	 100	 165
Colour: Stainless Steel
�PIR detection angle 150º, range 5 to 8 metres, duration 100 secs. 
IP44 rated

Carlton Wall Light – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

5945	 1x 15w E27 A60	 300	 175	 180
Colour: Graphite with Clear Glass
IP54 rated

Carlton

5945GP



Eva

Eva Wall Light – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

7669	 1x 60w E27	 285	 130	 155
Colour: Black
IP44 rated

7669BK

Roma Wall Light
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

7670	 1x 60w E27	 315	 245	 215
Colour: Black
IP44 rated

Roma

7670BK
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5943BK 

Elan LED Wall Light – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

5943	 4w LED 222lm 3000K	 120	 160	 115
Colour: �Black
3 year guarantee. 
IP44 rated

Oregon Lantern – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

4909	 1x 60w E27	 340	 270	 190
Colour: �Black
IP44 rated

Elan LED

Oregon

4909BK
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Austin

4908BK

4908ST

Austin Wall Light
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

4908	 1x 60w E27	 325	 285	 240
Colours: �Black 

Stainless Steel
IP44 rated
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Coach Lantern – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8666	 1x 60w E27	 215	 145	 110
Colours: �Black 

Silver
IP23 rated

Star Wall Light
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

3403	 1x 60w E27	 305	 410	 305
Colour: �Black
IP44 rated

Coach

8666BK

8666SI

Star

3403BK
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Villa

Villa Wall Light – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8751	 1x 60w E27	 360	   90	 180
Colour: Black
IP44 rated

8751BK

� Warwick

Warwick Wall Light – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2331	 1x 18w E27	 250	 105	 105
Colours: �Graphite with Opal Diffuser 

Silver with Opal Diffuser
IP54 rated

2331GP 2331SI
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Turin

2825BK

2824BK

Turin Bulkheads – Die Cast Aluminium
Model	 Max Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

2824	 1x 60w E27		  240	 100	 160
2825	 1x 60w E27	 240 		  115
Colour: Black
IP65 rated
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Prince

Prince Wall Light
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

6408	 1x 40w E27	 260	 95	 235
Colour: Stainless Steel
IP44 rated

Sands

Sands Wall Light – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

3735	 2x 7w GU10	 215	 140	 105
Colour: Graphite
IP65 rated

6408ST

3735GP
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Sofia LED

Zenith

Sofia LED Wall Light – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8669	 7w CREE LED 448lm 3000K	 60	 130	 220
Colour: Graphite
3 year guarantee.  
IP54 rated

Zenith Wall Lights – Die Cast Aluminium
Model	 Max Wattage	 Diam (mm)	 Proj (mm)

8354	 1x 60w E27	 260	 90
8355	 1x 60w E27	 260	 110
8356	 1x 60w E27	 260	 100
Colour: Graphite with Opal Diffuser
IP54 rated

8669GP

8354GP

8355GP

8356GP

CREE LED
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3426GP  wall light
3427GP  wall light with PIR

Arena

PIR

Arena Wall Light – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

3426	 1x 60w E27	 245	 120	 115
3427	 1x 60w E27	 245	 120	 115
Colour: Graphite with Opal Diffuser
3427 – PIR detection angle 150º, range 5 to 8 metres, adjustable 
duration between 5 secs and 8 mins. 
IP44 rated
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Meridian

Meridian Wall Light – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

5617	 1x 60w E27	 130	 135	 250
Colours: �Black with Opal Diffuser 

Silver with Opal Diffuser
IP44 rated

5617BK

5617SI
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Arch LED Wall Light – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

3730	 10w LED 1100lm 4000K	 90	 95	 360
Colour: Graphite
3 year guarantee. 
IP65 rated

Arch LED

3730GP

Classic / Streamline

5207BK / 5208BK  Classic 5202BK / 5203BK  Streamline

Gamay LED Wall Light – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

3731	 10w LED 340lm 4000K	 200	 50	 80
Colour: Graphite
3 year guarantee. 
IP65 rated

Gamay LED

3731GP

Classic & Streamline Wall Lights – Die Cast Aluminium
Model	 Max Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

5202	 1x 60w E27		  140	 100	 210
5203	 1x 100w E27		  200	 130	 320
5207	 1x 60w E27	 190		  100
5208	 1x 100w E27	 250		  120
Colour: Black with Opal Glass
IP44 rated
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York

York Wall Light – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8750	 1x 60w E27	 142	 150	 270
Colour: �Black
IP44 rated

8750BK
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Plaza

Plaza Wall Lights and Posts
Model	 Max Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

3431	 1x 40w E27		  325	 150	 115
6405	 1x 60w E27		  360	 140	 115
6406	 1x 60w E27	 115	 455		
6407	 1x 60w E27	 115	 855		
Colour: Stainless Steel		
3431 – �PIR detection angle 120°. Adjustable range 1 to 8 metres and duration 10 

seconds to 8 minutes.
IP44 rated

6405ST  wall light

6407ST  tall post

Adjustable 
PIR

3431ST  wall light with PIR

6406ST  small post
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2821ST  wall light

2822ST  wall light with PIR

2823ST  post
PIR

Darwin Wall Lights & Post
Model	 Max Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

2821	 1x 20w E27		  230	 150	 120
2822	 1x 20w E27		  260	 150	 120
2823	 1x 20w E27	 115	 460		
Colour: Stainless Steel
2822 – PIR detection angle 120°, range 8 metres, duration adjustable 10 secs to 5 mins. 
IP44 rated

Darwin
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Tamar LED

2828ST  wall light with PIR

PIR

2827ST  wall light

2829ST  post

Tamar LED Wall Lights & Post
Model	 Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

2827	 7w LED 156lm 4000K		  250	 170	 100
2828	 7w LED 156lm 4000K		  250	 170	 100
2829	 7w LED 156lm 4000K	 100	 650		
Colour: Stainless Steel
2828 – PIR detection angle 120°, range 8 metres, duration adjustable 10 secs to 5 mins. 
3 year guarantee. 
IP44 rated
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Beta

Beta Wall Light & Post – Die Cast Aluminium
Model	 Max Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

3736	 1x 15w E27		  240	 125	 105
3737	 1x 15w E27	 90	 655	
Colour: Graphite
IP54 rated

3737GP  post

3736GP  wall light
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Nautic

Nautic Bulkheads – Solid Brass
Model	 Max Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

3433	 1x 42w E27		  200	 110	 105
3434	 1x 42w E27	 190		  90
3435	 1x 42w E27		  180	 140	 115
Colours: �Brass with Frosted Glass 

Nickel with Frosted Glass
Solid brass constuction. 
IP64 rated

3434NC

3434BR

3435NC

3435BR

SOLID 
BRASS
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Nautic

3433NC

3433BR

SOLID 
BRASS
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Nautic

SOLID 
BRASS

2838BR

2838NC

Nautic Wall Light – Solid Brass
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2838	 1x 42w E27	 270	 200	 147
Colours: �Brass with Frosted Glass 

Nickel with Frosted Glass
Solid brass construction. 
IP64 rated
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Nautic

SOLID 
BRASS

Nautic Bulkhead – Solid Brass
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2837	 1x 42w E27	 105	 110	 200
Colours: �Brass with Frosted Glass 

Nickel with Frosted Glass
Solid brass construction. 
IP64 rated

2837NC

2837BR
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5925BR

Nautic Bulkheads – Solid Brass
Model	 Max Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

5924	 1x 42w E27		  220	 100	 160
5925	 1x 20w G9	 140		  50	
Colour: �Brass with Frosted Glass
Solid brass construction.
IP64 rated

Nautic

5924BR  

SOLID 
BRASS
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Nautic Wall Light – Solid Brass
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

7660	 1x 42w E27	 300	 220	 160
Colours: �Brass with Frosted Glass 

Nickel with Frosted Glass
Solid brass construction. 
IP64 rated

7660BR

7660NC

Nautic

SOLID 
BRASS
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6 Panel

E101BK  downlight

F609BK  flush ceiling fitting

P103BK  pillar

E100BK  uplight

6 Panel Lanterns – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

E100	 1x 60w E27	 360	 200	 170
E101	 1x 60w E27	 360	 200	 170
F609	 1x 60w E27		  132	 270
P103	 1x 60w E27	 400		  170
Colour: Black
IP44 rated
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4 Panel

E200BK  uplight

E201BK  downlight

P203BK  pillar

4 Panel Lanterns – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

E200	 1x 60w E27	 360	 200	 150
E201	 1x 60w E27	 360	 200	 150
P203	 1x 60w E27	 400		  170
Colour: Black
IP44 rated
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Stratford

Faro Lantern – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8661	 1x 60w E27	 370	 210	 180
Colour: Black
IP44 rated

8661BK

Faro

2356BZ  wall light

2357BK  pillar

2357BZ  pillar

Stratford Lanterns – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2356	 1x 60w E27	 320	 250	 195
2357	 1x 60w E27	 380		  200
Colours: �Black 

Bronze
IP44 rated

2356BK  wall light
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Station

8757BK  wall light

8670BK  pendant

Station Lanterns – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Max Drop (mm)	 Proj (mm)	 Width (mm)

8670	 1x 100w E27	 340	 930		  215
8757	 1x 60w E27	 450		  370	 215
Colour: Black
IP44 rated
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Unite LED

Unite LED Lanterns – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

3400	 8.4w LED 330lm 3000K	 260	 200	 170
3401	 8.4w LED 330lm 3000K	 230	 200	 170
5941	 8.4w LED 330lm 3000K	 300	 200	 170
Colour: Black		
5941 – PIR adjustable time 1, 3 and 10 mins.  
3 year guarantee. 
IP44 rated

3400BK  uplight

3401BK  downlight

Integral LED’s with opal cover

PIR 5941BK  uplight with PIR



Park

8660BK

8655BK  wall light

8656BK  �wall light with PIR
PIR
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Astra
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Astra Resin Lantern
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8660	 1x 100w E27	 410	 330	 215
Colour: Black
15 year anti-corrosion guarantee. 
IP44 rated

Park Polycarbonate Wall Light
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8655	 1x 42w E27	 360	 95	 175
8656	 1x 42w E27	 360	 95	 175
Colour: Black
15 year anti-corrosion guarantee.  
8656 – PIR detection angle 100º, range 5 metres, duration 100 secs. 
Manual override. 
IP44 rated
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Oslo

8346BK  �uplight or downlight 
(2-in-1 fitting)

8400BK  uplight with PIR 8347BK  pillar

8348BK  post

PIR

Oslo 4 Panel Resin Lanterns
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8346	 1x 60w E27	 340	 190	 150
8347	 1x 60w E27	 410		  190
8348	 1x 60w E27	 1220		  190
8400	 1x 60w E27	 375	 190	 150
Colour: Black
15 year anti-corrosion guarantee. 
8400 – PIR detection angle 100º, range 5 metres,  
duration 100 secs. Manual override. 
IP44 rated
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PIR
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Malmo

8349BK  uplight or downlight 
(2-in-1 fitting)

8350BK  pillar

8351BK  post

8401BK  uplight with PIR

Malmo 6 Panel Resin Lanterns
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8349	 1x 60w E27	 360	 210	 170
8350	 1x 60w E27	 415		  190
8351	 1x 60w E27	 1220		  190
8401	 1x 60w E27	 390	 210	 170
Colour: Black
15 year anti-corrosion guarantee. 
8401 – PIR detection angle 100º, range 5 metres,  
duration 100 secs. Manual override. 
IP44 rated
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Palma

Palma Resin Lanterns
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2815	 1x 60w E27	 377	 210	 190
2816	 1x 60w E27	 377	 210	 190
2817	 1x 60w E27	 430		  190
Colour: Black
15 year anti-corrosion guarantee. 
2816 – PIR detection angle 100°, range 5 metres, duration 100 
secs. Manual override.  
IP44 rated
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PIR

2815BK  wall light

2816BK  wall light with PIR
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2817BK  pillar
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Ace
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Ace Resin Wall Lights
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2803	 1x 7w GU10	 82	 95	 70
2804	 2x 7w GU10	 153	 95	 70
Colour: Graphite
15 year anti-corrosion guarantee. 
IP54 rated

Hawk Resin Wall Lights
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2801	 1x 7w GU10	 90	 92	 70
2802	 2x 7w GU10	 160	 92	 70
Colour: Graphite
15 year anti-corrosion guarantee. 
IP54 rated

2803GP  single wall

2804GP  2 light wall

2801GP  single wall

2802GP  2 light wall
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Golf LED
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Golf LED Resin Wall & Step Lights
Model	 Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

2809	 3w LED 100lm 4000K	 135		  32	
2810	 3w LED 100lm 4000K		  120	 31	 120
Colour: Graphite
15 year anti-corrosion guarantee. 
3 year LED guarantee. 
IP65 rated

2810GP

2809GP
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Shine LED

Santos LED
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2811GP

2812GP

2808BK

Shine LED Resin Wall & Step Lights
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2811	 3w LED 280lm 4000K	 80	 27	 230
2812	 1.8w LED 85lm 4000K	 80	 27	 230
Colour: Graphite
15 year anti-corrosion guarantee. 
3 year LED guarantee. 
IP65 rated

Santos LED Resin Wall Light
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2808	 12w LED 700lm 4000K	 130	 132	 320
Colour: Black
15 year anti-corrosion guarantee. 
3 year LED guarantee. 
IP65 rated
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Midas LED

Midas LED Resin Wall Lights
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2805	 12w LED 700lm 4000K	 125	 39	 200
2806	 6w LED 400lm 4000K	 80	 41	 240
Colour: Graphite
15 year anti-corrosion guarantee. 
3 year LED guarantee. 
IP65 rated

2805GP  2 light wall

2806GP  single wall
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Luca LED

Luca LED Resin Wall Light
Model	 Wattage	 Diam (mm)	 Proj (mm)

2834	 10w LED 467lm 4000K	 276	 73
Colours: �Black 

Silver
15 year anti-corrosion guarantee. 
3 year LED guarantee. 
IP65 rated
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2834SI

2834BK
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2813BK  wall light

2814BK  post

Luna Resin Wall Light & Post
Model	 Max Wattage	 Diam (mm)	 Height (mm)	 Proj (mm)	 Width (mm)

2813	 1x 40w E27		  296	 134	 110
2814	 1x 40w E27	 90	 700		
Colour: Black
15 year anti-corrosion guarantee. 
IP54 rated
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Monza & Tulsa Resin Wall & Spike Spots
Model	 Max Wattage	 Height (mm)	 Width (mm)

GLR52	 1x 7w GU10	 300	 98
2807	 1x 7w GU10	 300	 63
Colour: Black
15 year anti-corrosion guarantee. 
GLR52 – IP54 rated. 
2807 – IP44 rated

2807BK

Tulsa
GLR52BK
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4903BK  single wall

4904BK  2 light wall

Ravel

Ravel Resin Wall Lights
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

4903	 1x 7w GU10 	 115	 90	 80
4904	 2x 7w GU10	 160	 90	 80
Colour: Black
4903 – supplied with 1x 4w LED GU10 200lm 3000K lamp. 
4904 – supplied with 2x 4w LED GU10 308lm 3000K lamps.
15 year anti-corrosion guarantee. 
IP44 rated  
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Ravel PIR

Ravel Resin Wall Lights with PIR
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2911	 1x 7w GU10 	 160	 100	 70
2912	 2x 7w GU10 	 230	 100	 70
Colour: Black
PIR detection angle 110°, range 4 to 12 metres, duration  
adjustable 10 secs to 5 mins. 
2911 – supplied with 1x 4w LED GU10 200lm 3000K lamp. 
2912 – supplied with 2x 4w LED GU10 308lm 3000K lamps. 
15 year anti-corrosion guarantee. 
IP54 rated

2911BK  single wall

2912BK  2 light wall

PIR

PIR
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Fusion

5614ST  single wall

5615ST  2 light wall

Fusion Wall Lights
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

5614	 1x 35w GU10	 120	 120	 95
5615	 2x 35w GU10	 165	 120	 95
Colour: Stainless Steel
IP44 rated
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Colt

3428ST  single wall

PIR

3429ST  2 light wall

PIRColt Wall Lights
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

3428	 1x 35w GU10	 155	 115	 80
3429	 2x 35w GU10	 200	 115	 80
Colour: Stainless Steel		
PIR detection angle 150º, range 5 to 8 metres, duration 100 secs. 
IP44 rated
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Shelby LED

Shelby LED Wall Lights – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

5937	 4.6w LED 307lm 4000K	 105	 75	 60
5938	 7.9w LED 450lm 4000K	 130	 75	 60
5939	 4.6w LED 307lm 4000K	 150	 105	 60
5940	 7.9w LED 450lm 4000K	 170	 105	 60
Colour: Graphite
5939, 5940 – PIR detection angle 120°, range 8 metres, duration  
adjustable 10 secs to 5 mins. Lux control 2 to 2000 Lux adjustable. 
3 year guarantee. 
5937, 5938 – IP65 rated 
5939, 5940 – IP44 rated

PIR

5937GP  single wall

5940GP  2 light wall with PIR

5939GP  single wall with PIR

5938GP  2 light wall

PIR

PIR
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Dino LED

Dino LED Wall Lights – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

7675	 4.6w LED 300lm 4000K	 105	 70	 60
7676	 4.6w LED 300lm 4000K	 150	 100	 60
7677	 7.7w LED 550lm 4000K	 125	 70	 60
7678	 7.7w LED 550lm 4000K	 160	 100	 60
Colour: Graphite 
7676, 7678 – PIR detection angle 120°, range 8 metres, duration 		
adjustable 10 secs to 5 mins. Lux control 2 to 2000 Lux adjustable. 
3 year guarantee. 
7675, 7677 – IP65 rated 
7676, 7678 – IP44 rated

7675GP  single wall

7677GP  2 light wall

7678GP  2 light wall with PIR

PIR

7676GP  single wall with PIR

PIR
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Vegas LED

Vegas LED Wall Light – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

8084	 6w CREE LED 561lm 6000K	 125	 155	 110
Colour: Black
3 year guarantee.  
IP44 rated

8084BK
CREE LED
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Scenic

Dune

Scenic Wall Lights – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

7407	 1x 35w GU10	 80	 95	 67
7408	 2x 35w GU10	 147	 95	 67
Colour: Gun Metal
IP44 rated

Dune Wall Lights – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2819	 1x 30w GU10	 80	 100	 65
2820	 2x 30w GU10	 145 	 100	 65
Colour: Graphite
IP44 rated

2819GP  single wall
2820GP  2 light wall

7408GM  2 light wall

7407GM  single wall
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Capital LED

2332GP  2 light wall

CREE LED

2333GP  single wall

CREE LED

Sprint LED

Sprint LED Wall Lights
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

7673	 3w LED 200lm 4000K	 90	 100	 75
7674	 6w LED 400lm 4000K	 120	 100	 75
Colour: Stainless Steel
3 year guarantee. 
IP65 rated

7674ST  2 light wall

7673ST  single wall

Capital LED Wall Lights – Die Cast Aluminium 
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2332	 14w CREE LED 1200lm 6000K	 145	 80	 60
2333	 7w CREE LED 570lm 6000K 	 95	 85	 60
Colour: Graphite
3 year guarantee.  
IP54 rated
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Aero

Aero Spots – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

5501	 1x 50w GU10	 105	 175	 80
5503	 1x 50w GU10	 105	 550	 80
Colour: Aluminium
IP55 rated

5501AL  wall light

5503AL  sign light
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Veron LED

Veron LED Wall Light & Spike Spots – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2831	 5w LED 378lm 3000K	 120	 130	 100
2832	 5w LED 378lm 3000K	 650		  55
2833	 5w LED 378lm 3000K	 300		  55
Colour: Black
3 year guarantee. 
IP65 rated

2832BK  long spike

2831BK  wall light

2833BK  short spike
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Waterproof LED Spot

8241AL

8241BK

Optional spike  
included with 8241

Waterproof LED Wall & Spike Spot – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Width (mm)

8241	 3w LED 170lm 6000K	 120	 73
Colours: �Aluminium 

Black
Supplied with wall/floor mounting bracket and optional spike. 
3 year guarantee. 
IP68 rated
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LED Wall & Spike Spot – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Width (mm)

4907	 5w LED 320lm 4000K	 150	 57
Colours: �Black 

Silver
Supplied with wall/floor mounting bracket and optional spike. 
3 year guarantee. 
IP65 rated

Optional spike  
included with 4907

LED Spot

4907BK

4907SI
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Hayes LED

Hayes LED Wall & Spike Spot – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Width (mm)

2830	 6w LED 604lm 4000K	 245	 76
Colour: Black
3 year guarantee. 
IP65 rated

2830BK



O
ut

do
or

289

LED Spots

LED Spike & Wall Spot – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Width (mm) 
2336	 8w CREE LED 530lm 6000K	 340	 82
Colour: �Graphite
Supplied with spike and wall mounting bracket. 
3 year guarantee. 
IP65 rated

LED Spike Spot – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Width (mm)
4910	 10w CREE LED 613lm 3000K	 500	 70
Colour: Graphite
3 year guarantee. 
IP65 rated

2336GP
CREE LED

4910GP
CREE LED
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3419ST
3420ST

CREE LED
CREE LED

8101ST

6080AL

8102ST

LED Wall & Step Lights
Model	 Wattage	 Cutout (mm)	 Diam (mm)	 Height (mm)	 Length (mm)	 Recess Depth (mm)
3419	 3w CREE LED 54lm 3000K	 83	 95			   80
3420	 3w CREE LED 54lm 3000K	 83		  95	 95	 80
6080	 1.2w LED 70lm 6000K	 112	 125			   70
8101	 1.5w LED 40lm 5000K	 36 x 100		  40	 105	 50
8102	 1.5w LED 43lm 5000K	 68sq		  70	 70	 40
Colours: �Stainless Steel 

6080 – Aluminium
3 year guarantee. 
3419, 3420, 6080 – IP65 rated  
8101, 8102 – IP44 rated 

LED Wall & Step
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LED Driveover Light
Model	 Wattage	 Cutout (mm)	 Depth (mm)	 Diam (mm)

1806	 1.5w LED 37lm 6000K	 80	 80	 90
Colour: �Stainless Steel 
3 year guarantee. 
IP68 rated

Transformer for use with 1806
Model	 Description	 Height (mm)	 Length (mm)	 Width (mm)

1808	 24v DC	 30	 120	 40
A maximum of 14x 1806’s may be linked using 1x 1808 

1806WH

1808  transformer

LED Driveover
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LED Driveover

LED Driveover Lights
Model	 Wattage	 Cutout (mm)	 Depth (mm)	 Diam (mm)

3418	 7w CREE LED 188lm 3000K	 116	 140	 130
3733	 5w LED 250lm 4000K	 62	 90	 70
3734	 10w LED 630lm 4000K	 100	 100	 110
Colours: �Stainless Steel 

3418 – Graphite
3 year guarantee. 
IP67 rated

3733ST 3734ST

3418GP
CREE LED
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6005ST6002ST

CREE LED

Driveover / Walkover Lights
Model	 Max Wattage	 Cutout (mm)	 Depth (mm)	 Diam (mm)

2337	 3w CREE LED 286lm 6000K	 88	 120	 100
6002	 1x 9w GX53	 115	 80	 120
6005	 1x 35w GU10	 90	 200	 95
Colour: Stainless Steel
6002 – supplied with lamp. 
6005 – walkover only. 
2337 – 3 year guarantee. 
IP67 rated

2337ST

Driveover / Walkover 

LED Walkover Lights

Transformer & Connector for use with 8244 & 8245
Model	 Description	 Height (mm)	 Length (mm)	 Width (mm)

8248	 12v/10vA	 55	 50	 80
A maximum of 3x 8244/8245’s may be linked using 1x 8248. 
IP65 rated

8244AL

8245AL

8248  transformer & connector

4 Way LED Walkover Lights
Model	 Wattage	 Diam (mm)	 Height (mm)

8244	 1w LED 60lm 6000K	 70	 15
8245	 1w LED 18lm Blue	 70	 15
Colour: Aluminium
3 year guarantee. 
IP68 rated
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Sign Light

Sign Light – Die Cast Aluminium
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

7672	 1x 35w GU10	 95	 510	 65
Colour: Graphite
IP65 rated

7672GP
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Sign Light

Sign Light
Model	 Max Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

1051	 1x 150w E27	 410	 570	 230
Colours: �Black 

Brass
IP43 rated

1051BR

1051BK

LED Sign Light

LED Sign Light
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

6401	 6w LED 222lm 6000K	 150	 340	 260
Colours: �Black 

�Silver
3 year guarantee. 
IP44 rated

6401BK

6401SI
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Evo LED

3422GP  tall post

3421GP  small post

Evo LED Bollards – Die Cast Aluminium
Model	 Wattage	 Height (mm)	 Width (mm)

3421	 15w LED 461lm 3000K	 265	 105
3422	 15w LED 461lm 3000K	 650	 105
Colour: Graphite
3 year guarantee. 
IP54 rated
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Delta LED

8667GP  small post

CREE LED

8668GP  tall post

CREE LED

Delta LED Bollards – Die Cast Aluminium
Model	 Wattage	 Diam (mm)	 Height (mm)

8667	 7w CREE LED 398lm 3000K	 90	 455
8668	 7w CREE LED 398lm 3000K	 90	 805
Colour: Graphite
3 year guarantee. 
IP54 rated
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Brick Lights / Bollards

Brick Light – without Louvre
Model	 Max Wattage	 Depth (mm)	 Height (mm)	 Width (mm)

1120	 1x 40w E27	 75	 100	 235
Colour: Black with Opal White Glass
IP44 rated

Brick Light – with Louvre
Model	 Max Wattage	 Depth (mm)	 Height (mm)	 Width (mm)

1121	 1x 40w E27	 75	 100	 235
Colour: Black with Opal White Glass
IP44 rated

Bollards – Die Cast Aluminium
Model	 Max Wattage	 Diam (mm)	 Height (mm)

B450	 1x 70w E27	 165	 475
B730	 1x 70w E27	 165	 775
Colour: Black
IP43 rated

1120BK  brick light without louvre

1121BK  brick light with louvre

B730BK

1120BK  brick light without louvre

B450BK
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Security LED

Security LED Wall Lights with PIR
Model	 Wattage	 Height (mm)	 Proj (mm)	 Width (mm)

2835	 1x 10w LED 900-950lm 3000/4000/6000K	 210	 190	 110
2836	 2x 10w LED's 1800-2000lm 3000/4000/6000K	 180	 190	 270
Colour: Black
PIR detection angle 140°, range 5 to 12 metres, duration and Lux adjustable 10 secs to 10 mins 
with manual override. 
Supplied with CCT (Kelvin selectable switch 3000K, 4000K, 6000K). 
3 year guarantee. 
IP54 rated

Fully adjustable PIR 2835BK  single wall with PIR

2836BK  2 light wall with PIR

PIR

PIR
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